Art Guidelines

File Formats

Preferred: Supported:
[llustrator (CS5) .ai .eps

Photoshop (CS5) .psd tif

InDesign (CS5) .indd .png (high quality)

.pdf (High Quality Print or Illustrator Editable Settings)

.psd and .tif files should be the working file with layers and effects still present.
Font layers should be rasterized and .125" bleed preferred

NOTE: changing the extention (.jpg) to (.psd) will not improve the quality of the image.

Artwork is Required to...
« Art must be submitted at actual size. Raster images must be created at 300 dpi
« All fonts must be converted to outlines/paths or included separately
« All placed/linked images must be embedded or included separately
+ Allimages must include bleed if necessary
(Bleed is the distance the ink extends past the finished
edge of the product before final cutting. Standard minimum bleed is 1/8" (.125"))
+ Solid to Coated Pantone® numbers included with all spot colors
« Cut/dieline should always be clearly indicated with an unused spot color

NOTE: Images already at 72 dpi will not improve if changed to 300 dpi and resaved.

Examples of Raster and Vector Art

Raster artwork is an image created of many pixels. Vector artwork is an image created of points and paths.
This results in artwork that is not easily editable, scalable, This results in artwork that is easily editable, scalable,
or able to be separated for spot color reproduction. and able to be separated for spot color reproduction.
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